270 DAUNTLESS

2022 MODEL YEAR

TEST #1

Test Date:
09-April-2018Ur lina,
Speed Fuel Consumption
MODEL : 270 D 1
0 70 Dauntless RPM mph knots gph mpg nmpg range (mi)
1000 6.0 5.2 1.9 3.16 2.74 426
Dual M 200
ENGINE = ygens 1500 8.4 7.3 33 2.53 2.20 342
HORSEPOW- 2000 9.8 8.5 5.3 1.87 1.62 252
ER 400
2500 16.1 13.9 7.0 2.29 1.99 310
GEAR RA- .
e s 2750 20.2 17.5 7.6 2.65 2.30 358
3000 24.2 21.0 8.4 2.88 2.50 388
PROP | 14.375"x 19" Enertia 3250 273 237 9.5 2.89 2.51 390
FUEL CAPAC- 3500 30.7 26.6 10.9 2.81 2.44 380
ITY @ 150 gal.
4000 36.5 31.7 14.7 2.48 2.16 335
Notable Options: Anchor windlass,
Bow table, SS rub rail, Deluxe lean- 4500 41.9 36.3 18.7 2.24 1.94 302
ing post with h‘s’fg‘r'zg FRP Hardtop, 5000 46.6 40.4 246 1.89 1.64 255
5500 52.2 45.3 35.4 1.48 1.28 199
WOT | 5800 53.2 46.2 35.8 1.49 1.29 201
Acceleration: Time to plane 4.3 secs | Idle - 30 mph - 7.0 secs
WEIGHT SUMMARY cceleratio P | Idle - 30 mph -7.0s
DRY WEIGHT : N/A
60 4.00
FUEL : 78 gal.
—O—mph —O—gph mpg
WATER : 0 gal. 50 )
1 - 3.00
TEST GEAR : 20 Ibs 20 Wl ..
PERSONNEL © 360 Ibs & . -
T30 200 &
z ™ s
TEST WEIGHT : N/A -
20 T
WATER CONDI- o
TIONs - /2°F 1.00
WEATHER CON- | -0 "
DITIONS
0 0.00
0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500
RPM
NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON BOSTON

SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV- bostonwhaler.com

ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT. 1

90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS w”A ‘ ER
®




270 DAUNTLESS

2022 MODEL YEAR

TEST #2

Test Date:
10-April-2018 Speed Fuel Consumption
RPM mph knots gph mpg nmpg range (mi)
MODEL : 270 Dauntless 1dle | 600 32 2.8 1.0 3.20 2.78 432
HULL # | USBWCE2178C818 1000 5.6 4.8 1.8 3.08 2.68 416
1500 7.8 6.8 3.3 2.36 2.05 319
Dual M 225
ENGINE . yeoms Y 2000 9.3 8.1 5.3 1.75 1.52 237
HORSEPOW- 2500 15.8 13.7 6.7 2.37 2.06 320
ER 450
2750 20.0 17.3 7.2 2.77 241 374
GEAR RA- .
TIOS 1.85:1 3000 23.8 20.7 8.2 2.90 2.52 392
3250 28.6 24.8 9.9 2.89 2.51 390
PROP : 14.375" x 19" Enertia
3500 33.3 28.9 12.9 2.58 2.24 348
FUEL CAPIA'ICY’ 150 gal. 4000 38.8 33.7 16.9 2.30 2.00 311
Notable Options: Anchor windlass, 4500 41.9 36.4 21.1 1.99 173 269
Bow table, SS rub rail, Deluxe lean- 5000 46.7 40.5 24.8 1.88 1.63 254
ing post with livewell, FRP Hardtop,
Stereo 5500 51.7 44.9 35.3 1.46 1.27 198
WOT | 6000 56.5 49.1 39.2 1.44 1.25 195

Acceleration: Time to plane 4.0 secs | Idle - 30 mph - 6.5 secs

WEIGHT SUMMARY

60 4.00
DRY WEIGHT : N/A
—0—mph —0—gph mpg

FUEL : 72 gal. 50

" ) 3.00

WATER : 0 gal. 40 >
z "
TEST GEAR : 20 1bs C 4 . 500 §
z g
PERSONNEL : 360 Ibs - o

20

TEST WEIGHT | N/A .00
10

WATER CONDI- 72° F
TIONS
0 0.00
WEATHER CON- 74° F 0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500
DITIONS
RPM
NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON BOSTON

SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCE
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV- bostonwhaler.com

ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT. 2

90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS
‘ 1 WHALER
®




270 DAUNTLESS

2022 MODEL YEAR

TEST #3

Test Date:
23-Oct-2019
Speed Fuel Consumption
MODEL : 270 Dauntless RPM mph knots gph mpg nmpg range (mi)
Idle | 600 4.1 3.6 1.5 2.73 2.37 369
HULL # : USBWCE06251920
1000 6.5 5.6 2.7 2.39 2.07 323
Dual Mercury 250
ENGINE = Dyal Mercury 1500 8.9 7.7 4.6 1.96 1.70 264
2000 11.6 10.1 7.5 1.55 1.34 209
HORSEPOW- 500
ER 2500 194 16.8 8.6 2.26 1.96 305
GEAR RA- 1.85: 1 2750 24.2 21.0 9.7 2.49 2.17 337
TIOS O
3000 28.1 24.4 11.3 2.48 2.16 335
PROP : 145/8"x 21" Rev 4 3250 303 26.3 12,5 2.42 2.11 327
FUEL CAPAC- 3500 339 29.4 14.4 236 2.05 319
ITY : 150 gal.
; : 4000 40.1 34.8 19.0 2.11 1.84 285
Notable Options: Windlass, Bow
Table, Fiberglass Hardtop, Ski Pylon, 4500 45.7 39.6 23.5 1.94 1.69 262
Stereo, VHF R_adlo, 12 _Electronlcs, 5000 513 44.5 29.1 176 153 238
Split Bow Rail
5500 56.7 49.2 394 1.44 1.25 195
WOT | 6000 60.5 52.5 44.4 1.36 1.18 184
WEIGHT SUMMARY Acceleration: Time to plane 3.8 secs | Idle - 30 mph - 5.3 secs
DRY WEIGHT : 5,743 lbs
FUEL | 77 gal. 0 K
&0 —g—mph  =—g—gph —>—mpg
WATER ' 0 gal. o
50
TEST GEAR : 251bs 210
PERSONNEL - 360 Ibs S 2
TEST WEIGHT : 6,602 Ibs . 1.00
WATER CONDI- o
TIONS : 80°F 10
WEATHER CON- ' ~g0 1 , boo
DITIONS = et

[=]

3000 3500

NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON
90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS
SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV-
ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.

5000 5500 6000

BOSTON

WHALER

bostonwhaler.com




270 DAUNTLESS

2022 MODEL YEAR

TEST #4

Test Date:
29-August-2018

Speed Fuel Consumption
MODEL : 270 Dauntless
RPM mph knots gph mpg nmpg range (mi)
HULL#  USBWCE0346H819 Idle | 600 3.8 3.3 1.7 2.21 1.92 298
Dual Mercury 300 1000 6.5 5.6 2.9 2.24 1.95 303
ENGINE | ygams
1500 8.9 7.7 4.7 1.89 1.64 256
HORSEPOW- 600
ER 2000 11.0 9.6 7.7 1.43 1.24 193
GEAR RA- 2500 17.8 15.5 10.0 1.78 1.55 240
TIOS 1.85:1
2750 22.9 19.9 11.0 2.09 1.82 282
PROP : 145/8"x 21" Rev 4 3000 26.7 23.2 11.9 2.25 1.96 304
FUEL CAPAC- 150 0al 3250 29.9 25.9 13.8 2.17 1.89 293
ITY gaL
3500 329 28.5 15.6 2.11 1.83 285
Notable Options: Anchor windlass,
Bow table, Swim patio, Deluxe 4000 39.3 34.1 20.3 1.94 1.68 262
leaning post with livewell, Fiberglass 4500 45.1 39.1 25.1 1.80 1.56 243
hardtop, Ski pylon, Stereo, VHF
radio, Active trim, 12" electronics, 5000 50.4 437 36.4 1.39 1.20 187
Bow sunshade 5500 56.5 49.1 437 129 1.12 175
WEIGHT SUMMARY 6000 61.5 53.4 47.9 1.28 112 173

Acceleration: Time to plane 4.2 secs | Idle - 30 mph - 6.8 secs

DRY WEIGHT : N/A

FUEL : 77 gal.

70 3.00
WATER : 0 gal. 60 —0—mph —6—gph mpg
TEST GEAR : 20 Ibs 50 * ’ G
2.00
=
PERSONNEL : 360 Ibs T 40
=3 2
T ! =
= Q .
TEST WEIGHT : N/A 30 "
1.00
WATER CONDI- 82°F 20
TIONS
WEATHER CON- 83° F 10
DITIONS
0 0.00
0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500
RPM
NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON BOSTON
90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS
SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH w”ALER
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER ©
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV- bOS[OnVVll':llCr.COm

ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT. 4



270 DAUNTLESS

2022 MODEL YEAR

TEST #5

Test Date:
01-February-2016

Speed Fuel Consumption
WIGIBIL £ (DT RPM mph knots gph mpg nmpg range (mi)
HULL #  USBWCEI3501516 Idle | 600 2.3 2.0 0.7 3.54 3.07 478
1000 5.1 44 1.2 421 3.65 568
M 350
ENGINE | 3 Sty 1500 7.1 6.1 18 3.92 3.40 529
HORSEPOW- 2000 8.7 7.6 2.9 3.05 2.65 412
ER 350
2500 10.5 9.1 45 2.33 2.03 315
GEAR RA- .
TI0S 1.75:1 2750 11.9 10.3 5.6 2.12 1.84 286
3000 14.1 12.2 6.4 2.20 1.91 297
PROP : 147/8"x 16" Enertia 3250 16.1 14.0 7.2 2.24 1.94 302
FUEL CAP[I\TCSE 150 gal. 3500 20.1 17.4 8.3 242 2.10 326
4000 24.9 21.6 10.3 2.43 2.11 328
Notable Options: Anchor windlass,
Casting platform, Deluxe leaning 4500 31.9 27.7 13.7 2.34 2.03 315
post with livewell, Fiberglass hard- 5000 36.8 32.0 16.9 )18 1.90 295
top, Stereo
5500 41.4 35.9 21.9 1.89 1.64 255
6000 452 39.3 30.6 1.48 1.28 200
WEIGHT SUMMARY WOT | 6250 47.7 414 30.8 1.55 1.35 209
Acceleration: Time to plane 6.5 secs | Idle - 30 mph - 9.2 secs
DRY WEIGHT : N/A
FUEL : 71 gal.
WATER : 0 gal.
60 5.00
TEST GEAR : 20 Ibs —&—mph —S—gph mpg
50 g
) 4.00
PERSONNEL : 355 Ibs
40
TEST WEIGHT | N/A . 1 3.00
& 10 : g
WATER CONDI- (50 1 = o /-Q =
TIONS ) 2.00
20
WEATHER CON- 72° F ™
DITIONS
10 1.00
(o] - 0.00
(o] 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500

RPM

NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON
90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS

SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV-

ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.

BOSTON

WHALER

bostonwhaler.com




270 DAUNTLESS

2022 MODEL YEAR

TEST #6

Test Date:
06-May-2019
Speed Fuel Consumption
MODEL | 270 Dauntless RPM mph knots gph mpg nmpg range (mi)
Idle | 600 2.8 2.4 0.7 4.23 3.67 571
HULL # : USBWCE2552D919 1000 49 42 12 4.04 3.51 546
1500 7.3 6.3 1.8 4.03 3.50 544
Mercury 400
ENGINE Y
6 Verado 2000 8.7 7.6 2.8 3.16 2.75 427
HORSEPOW- : 41 2500 10.2 8.8 45 2.28 1.98 308
ER
2750 12.0 10.4 5.5 2.18 1.89 295
GEAR RA- .
TIOS 1.75:1 3000 13.8 12.0 6.3 2.19 1.90 296
3250 15.7 13.6 7.2 2.20 1.91 296
PROP | 147/8"x 16" Enertia 3500 18.5 16.0 8.0 231 2.00 311
. 4000 24.4 212 10.0 2.44 2.12 329
FUEL CAPIA'ICY 150 gal.
4500 31.8 27.6 12.9 2.47 2.15 334
Notable Options: Anchor windlass,
Split bow rail, Bow table, Deluxe 5000 36.6 31.8 16.4 2.24 1.94 302
leaning post with livewell, Fiberglass 5500 414 359 21.9 1.89 1.64 255
hardtop, Ski pylon, Stereo, VHF
; ! : 6000 45.8 39.7 30.1 1.52 1.32 206
WOT | 6700 49.5 429 36.7 1.35 1.17 182
WEIGHT SUMMARY Acceleration: Time to plane 6.6 secs | Idle - 30 mph - 8.6 secs
DRY WEIGHT : 5,441 lbs
60 5.00
FUEL : 83 gal.
—O—mph —@—gph mpg
WATER 0 gal. 50 —~—— .00
TEST GEAR : 20 Ibs 40
1 3.00
I
PERSONNEL : 425 Ibs & ©
= 30 o <
= &
TEST WEIGHT : 6,396 Ibs 2.00
20
WATER CONDI- g0 1
TIONS 100
10 )
WEATHER CON- ¢ -0 p
DITIONS
0 2 0.00

o] 500
RPM

NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON
90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS
SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV-
ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT.

BOSTON
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bostonwhaler.com




270 DAUNTLESS

2022 MODEL YEAR

270 Dauntless Engine Comparison Graph

—@— Single Mercury 350 Verado —@— Single Mercury 400 Vermdo —@—Memury Twin 200 V6 CMS  —@— Merury Twin 225 W6 CMS —@— Mencury Twin 250 VE AMS —i@— Mercury Twin 300 V8 AM3

70.0

mph

10.0

0.0

em

NOTES: 1)SPEED DETERMINED BY GPS. FUEL CONSUMPTION BASED ON TOTAL USAGE BY THE ENGINES. MPG COMPUTED FROM MPH & GPH. RANGE BASED ON BOSTON
90% OF TOTAL FUEL CAPACITY. 2) THE PERFORMANCE DATA SHOWN SHOULD BE CONSIDERED VALID ONLY FOR THE SPECIFIC BOAT WHOSE SERIAL NUMBER IS w”ALER
SHOWN AND ON THE DATE THIS TEST WAS PERFORMED. MANY FACTORS MAY AFFECT THE ACTUAL PERFORMANCE OF THIS BOAT OR OF SIMILAR BOATS. SUCH
FACTORS INCLUDE, BUT ARE NOT LIMITED TO, INSTALLATION OF CERTAIN OPTIONS SUCH AS TOWERS AND HARD TOPS, VESSEL LOADING AND TRIM, WEATHER @
AND SEA CONDITIONS, ENGINES CONDITION, PROPELLER CONDITION AND HULL BOTTOM CONDITION. BOSTON WHALER MAKES NO GUARANTEE WHATSOEV- bostonwhaler.com
ER THAT THIS PERFORMANCE WILL BE REPEATED ON THIS BOAT AT A LATER DATE OR AT ANY TIME ON A SIMILARLY EQUIPPED BOAT. 7




